
FlexSure Feet  Instructions 
Small Pair          31765 
Medium Pair      31766 
Large Pair          31767 
X-Large Pair      31768 

Install  

Mounting 
Plate 

 Body 

Step 1 : Determine Location of the device on the users 
wheelchair footplate 
 
Step 2 :  Remove Mounting Plate and mark hole loca-
tions on the footplate.  Drill all holes with 1/4” drill 
bit. 
 
 

Operation 

After inserting users foot, close front flaps.  Then 
cross the upper straps and secure with hook and loop 
closure. 
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Step 3 : Place Mounting Plate back in Body and se-
cure with included bolts and nuts. 
 
 

1 Close 
Front Flap 

2 Close 
Upper 
strap 

3 Close 
remaining 
Upper 
strap  

Ray
Cleaning Hook-n-Loop



FlexSure Feet  Padded Insert   
Instructions 

 
Small Padded Insert Pair          31761 
Medium Padded Insert Pair      31762 
Large Padded Insert Pair          31763 
X-Large Padded Insert Pair      31764 

Install  

Mounting 
Plate 

 Body 

Step 1 : Remove adhesive  hook from Pad. Peel back-
ing and place adhesive side on Mounting Plate 
 
Step 2 :  Install Pad on hook from Step 1 
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Padded 
Insert  

Ray
Cleaning Hook-n-Loop




